cz

VAGNER as

H

R&)E))l=

BAZENOVA TECHNOLOGIE

HE D
'\'ON\ :{‘:\)\?\ECKAH CTAHL\V\H Vas prodejce:




Firma Vagner vyvinula ve spolupréci s italskou firmou SEKO jednoduchou a cenové
dostupnou fadu automatickych stanic VA DOS, uréenou pro rodinné bazény jak se
sladkou, tak i slanou vodou. Snadno nastavitelné viceparametrové zafizeni v kom-
paktnim provedeni s 2fadkovym displejem, méficimi sondami s navrtavacimi dily pro
snadnou instalaci do stavajicich potrubnich systému. Jimani vody pro méfici stanici
je tfeba umistit mezi ¢erpadlo a piskovy filtr s tim, ze davkovani chemikalii je nutné
umistit na vytlaéné potrubi za ohfev bazénu.

Automatiky vynikaji snadnou montazi i obsluhou, pfesnym kontinualnim méfenim di-
ky pH, resp. ORP sondé a moznosti jejich kalibrace pomoci kalibraénim roztoku.
Dal$i vyhodou je nahrazeni pratokového cidla napétovym vstupem (220 V), ktery v re-
zimu ,FLOW ON* nap4ji davkovaci pumpicku. Ta zajiStuje davkovani chemikalii pou-
ze v dobé, je-li filtracni Eerpadlo v provozu.

VA DOS PREMIUM

Nejvyssi model je kromé méreni a davkovani pH/ORP doplinén jesté o ¢asové spina-
ni filtrace (moznost naprogramovani minutovych/hodinovych/dennich cyklt). Stanice
je dale vybavena vstupem pro teplotni ¢idlo, kterym je mozné ovladat ohfev bazénu.
K dal$im vyhodam, oproti konkurenénim davkovacim stanicim pro privatni bazény,
patfi tla¢itko ,Circ pump“ umisténé na ¢elnim panelu, kterym je mozné manualné
spoustét filtraci i mimo ¢asovy plan (napf. pfi nutnosti prani filtru, vysavani).

Méfi a davkuje pH (pH sonda 0,00-14,00 pH)

Méfi a davkuje Cl (ORP sonda +1500 mV) — Chemochlor Stabil
Méfi teplotu (teplotni sonda 0—100 °C)

Casova fidi filtraci

pH Cl

In cooperation with the Italian company SEKO, our Védgner company has developed a simple
and affordable series of automatic VA DOS stations intended for both salt water and fresh wa-
ter family pools. An easily adjustable, multi parametrical device features compact design with
a two-line display, measurement probes and drill parts for easy installation into existing pipe
systems. Water collection for the measuring station must be placed between the pump and
sand filter, while chemical dosing unit must be installed on the delivery pipe after the pool
heating.

These automatic systems are simple to operate and easy to install. They have a precise con-
tinual measurement thanks to pH and ORP probes that can be calibrated using calibration
solutions. Another advantage is the replacement of a flow sensor by voltage input (220 V),
which supplies the dosing pump in the ,,FLOWON" mode. This pump ensures dosing of
chemicals only when the filtration pump is in operation.

VA DOS PREMIUM

Besides pH/ORP measuring and dosing, the top model of this series is equipped with filtra-
tion timer (programming of minute/hourly/daily cycles). The station is also furnished with an
input for temperature sensor, by which it is possible to control the pool heating. Other advan-
tages against rival dosing stations for private pools include the ,,Circ pump* button on the front
panel, which manually switches on the filtration even outside the time schedule (e.g. if you
need to wash the filter).

Measure and dose pH (pH probe 0,00-14,00 pH)

Measure Redox and dose Chlorine (ORP probe +1500 mV) — Chemochlor Stabil
Measure temperature (temperature sensor 0—100°C)

Filtr control (by time)

ORP sonda

pH sonda ORP probe

pH probe

Cerpadlo
Pump

Topeni Filtr
Heating Filter

Technické udaje

Rozméry: (V x S x D) 235 x 120 x 300 mm

Napajeni: 100240 VAC 50/60 Hz 30 W

Spinaé: po strané skfiné

Vstupni méfeni: pH a Redox, pfes BNC

Rozpéti pH: 0 — 14,0 pH

Pfesnost méfeni pH: +0,1 pH

Rozpéti Redox: 0 — 1500 mV

Pfesnost méfeni Redox: +10 mV

Teplotni rozsah: 0 — 100°C (snima¢ PT100)

Pritok cerpadla s technologii transaxle:

pH, Redox: 1,5 I/hod (hadice 6 x 10) 1,5 barC

Zastréka pro obéhové Eerpadlo Maximalni vykon 1500 W
Reléovy vystup recirkulaéniho ¢erpadla: 230 VAC 1,5 kW
Vystrazné relé Gerpadla: 10 A 250 V (suchy kontakt)
Reléovy vystup kotle: 230 VAC 1,5 kW

Vyhrazené napajeni pro ¢erpadla: 240 VAC 10 W
Vstupni signal: 100 + 240 VAC

Hladinova sonda: pH, Redox, vlo¢kovaé

DYNAMIK TIME - flokulant

Peristaltické ¢erpadlo s digitalnim ¢asovacem a moznosti nastaveni rychlosti davko-
vani. Ur€eno pro davkovani napf. flokulantu za pouziti jednoho nebo dvou solenoido-
vych ventilli. Cerpadlo za&ina davkovat pfi detekci signalu a konéi po nastavené do-
bé davkovani.

Davkuje flokulant

Technické udaje

Rozméry: (V x S x D) 127 x 102 x 102 mm
Napajeni: 90-265 VAC 50/60 Hz

Rezim: PInéni (MOM), Provoz (ON), Vypnuto (OFF)
Pratok: 4, 2 a 1 I/h (pfi tlaku 1,5 bar)

Vnéjsi aktivacni signal 24 + 240 VAC

Doba davkovani: 0-999 s

Digitalni displej

Technical specification

Dimensions: (H x W x L) 235 x 120 x 300 mm
Power supply: 100-240 VAC 50/60 Hz 30 W
Switch: edge of the box

Input measurements: pH and Redox, through BNC
pH scale: 0-14.0 pH

pH precision: +0.1 pH

Redox scale: 0-1500 mV

Redox precision: 10 mV

Temperature scale: 0—100 °C (PT100 sensor)

Pump flow rate: with transaxle technology:

pH, Redox: 1.5 1/h (6 x 10 tube) 1.5 bar

Plug for circulation pump Maximum power 1500 W
Recirculation pump relay output: 230 Vac 1.5 kW
Pump alarm relay: 10 A 250 V (Dry contact)

Boiler relay output: 230 VAC 1.5 kW

Power Supply dedicated to the pumps: 240 VAC 10 W
Input signal: 100 + 240 VAC

Level probe: pH, Redox, Flocculant

DYNAMIK TIME - flocculant

Peristaltic pump with digitaltiming and dosing speedadjustment. Designed to be used on all
single tankdishwashers with one or two solenoid valves. Pumps dosing starts at setspeed when
a signal is detectedand stops when the set dosingtime finishes.

Dose floccunant

Technical specification

Dimensions: (Hx W x L) 127 x 102 x102 mm

Power supply: 90-265 VAC 50/60 Hz

Programming: Priming (MOM), Run (ON), Stand-by (OFF)
Flow: 4, 2 or 1 I/h (maximum back-pressure 1,5 bar)

Input signal: 24 + 240 VAC

Dosing time: 0-999 sec

Digital display



VA DOS BASIC H,0,

Pokrocila automaticka davkovaci stanice, kterd pomoci sondy méfi a kontroluje hod-
notu pH. Peristaltické davkovaci pumpicky pak zajistuji davkovani pH +/- a peroxidu
vodiku.

Méfi a davkuje pH (pH sonda 0,00-14,00 pH)
Davkuje peroxid vodiku H,O, nebo OXA Aquablanc Stabil

VA DOS BASIC H,0,
This is the advanced automatic dosing station which measure and control pH value by probe.
Peristaltic dosing pumps then ensure dosing of pH+/- and hydrogen peroxide H,0,.

Measure and dose pH (pH probe 0,00-14,00 pH)
Dose hydrogen peroxide H,O, or OXA Aquablanc Stabil

pH H,0,

Technické udaje

Rozméry: (V x S x D) 235 x 120 x 300 mm
Hmotnost: 1 kg

Napajeni: 50 Hz 230 VAC

Spotreba energie: 12 W nebo 18 W

Pratok ¢erpadla: 0,4 I/h; 1,5 I/h; 5 I/h
Maximalni zpétny tlak: 1,5 bart

Stav erpadla: pauza — chod

Rozpéti méreni: 0 + 14,0 pH; Redox 0+ +1000 mV
Regulaéni rozsah pH: 0,0 pH — 14,0 pH
Presnost pfistroje: +0,1 pH; +10 mV
Presnost: +0,02 pH; +3 mV

Regulace elektrody: automaticka

VA DOS BASIC

Zakladni automaticka davkovaci stanice, ktera pomoci sond méfi a kontroluje hodno-
ty pH a ORP. Peristaltické davkovaci pumpicky pak zajistuji davkovani pH +/- a teku-
tého chloru.

Méfi a davkuje pH (pH sonda 0,00-14,00 pH)
Méfi a davkuje Cl (ORP sonda +1500 mV) — Chemochlor Stabil

ORP sonda

ORP probe
pH sonda

pH probe

Cerpadlo
Pump

Topeni Filtr
Heating Filter

Technical specification

Dimensions: (Hx W x L) 235 x 120 x 300 mm
Weight: 1 kg

Power supply: 50 Hz 230 VAC

Consumption: 12 W or 18 W

Pump flow rate: 0,4 1/h; 1,5 I/h; 5 1/h
Maximum back-pressure: 1,5 bar

Pump state: Pause — Supply

Measure scale: 0 + 14.0 pH; Redox 0 + +1000 mV
pH control range: 0.0 pH — 14.0 pH

Device precision: 0,1 pH; =10 mV

Accuracy: +0.02 pH; +3 mV

Electrode regulation: Automatic

VA DOS BASIC
This is the basic automatic dosing station which measures and controls pH and ORP values
by means of probes. Peristaltic dosing pumps then ensure dosing of pH+/- and liquid chlorine.

Measure and dose pH (pH probe 0,00-14,00 pH)
Measure Redox and dose Chlorine (ORP probe +1500 mV) — Chemochlor Stabil

pH Cl

Technické udaje

Rozméry: (V x S x D) 235 x 120 x 300 mm
Hmotnost: 1 kg

Napajeni: 50 Hz 230 VAC

Spotfeba energie: 12 W nebo 18 W

Pritok ¢erpadla: 0,4 I/h; 1,5 I/h; 5 I/h
Maximalni zpétny tlak: 1,5 bart

Stav €erpadla: pauza — chod

Rozpéti méfeni 0 + 14,0 pH; Redox 0 + +1000 mV
Regula¢ni rozsah pH: 0,0 pH — 14,0 pH
Pfesnost pfistroje: +0,1 pH; +10 mV
Pfesnost: +0.02 pH; +3 mV

Regulace elektrody: automaticka

ORP sonda
ORP probe

pH sonda
pH probe

Cerpadlo
Pump

Topeni Filtr
Heating Filter

Technical specification

Dimensions: (H x W x L) 235 x 120 x 300 mm
Weight: 1 kg

Power supply: 50 Hz 230 VAC

Consumption: 12 W or 18 W

Pump flow rate: 0,4 1/h; 1,5 I/h; 5 I/h
Maximum back-pressure: 1,5 bar

Pump state: Pause — Supply

Measure scale: 0 + 14.0 pH; Redox 0 + +1000 mV
pH control range: 0.0 pH — 14.0 pH

Device precision: 0,1 pH; +10 mV

Accuracy: £0.02 pH; +3 mV

Electrode regulation: Automatic



VA PRO SALT/pH

Automatika ur¢ena pro bazény, jejichz voda je upravovana pomoci Upravny slané
vody. Tato stanice vychazi z modelu VA DOS BASIC. Sledované parametry jsou rov-
néz vyhodnoceny sondami pH a ORP. Peristaltickou pumpickou je v tomto pripadé
davkovano pouze pH +/-. Na zakladé naméfenych hodnot ORP sondy pak automati-
ka spina napajeni zasuvky, resp. zapina/vypina samotnou solnic¢ku, ¢imz se stava
jeji ,fidici jednotkou“. Pomoci kontinualniho méfeni a proporcionalniho davkovani by
se jiz nemélo stat, Zze Upravna slané vody Vas bazén predavkuje, ¢i nedodavkuje.

Méfi a davkuje pH (pH sonda 0,00-14,00 pH)
Méfi Redox a spina zasuvku (ORP sonda +1500 mV)

Upravna slané vody
Salt chlorinator

VA PRO SALT/pH

This automatic station is intended for water treated by means of a salting unit. It is based on
VA DOS BASIC model. Monitored parameters are measured by pH and ORP probes as well.
In this case, the peristaltic pump doses only pH +/-. According to the values measured by ORP
probe, the automatic unit then switches on the power supply of the socket or switches on/off
the salting unit itself, which makes it its ,,control unit*. The continual measurement and pro-
portionate dosing should prevent both overdosing and insufficient dosing of your pool by the
salting unit.

Measure and dose pH (pH probe 0,00-14,00 pH)
Measure Redox and switches on/off the salting unit (ORP probe +1 500 mV)

pH

Technické udaje

Rozméry: (V x S x D) 235 x 120 x 300 mm
Hmotnost: 1 kg

Napajeni: 50 Hz 230 VAC

Spotfeba energie: 12 W nebo 18 W

Pratok ¢erpadla: 1,5 I/h; 5 I/h

Maximalni zpétny tlak: 1,5 bard

Stav ¢erpadla: pauza — chod

Rozpéti méfeni: 0 + 14,0 pH; Redox 0 + +1000 mV
Regulaéni rozsah: pH 0,0 pH — 14,0 pH
Pfesnost pfistroje: +0,1 pH; 10 mV
Pfesnost: +0,02 pH; +3 mV

Regulace elektrody: automaticka

VA PRO SALT

Automatika ur¢ena pro bazény, jejichz voda je upravovana pomoci Upravny slané
vody. Tato stanice je zakladnim modelem fady PRO SALT. Sledované parametry jsou
vyhodnoceny sondou ORP, dle kterych pak stanice spina napajeni zasuvky, resp. za-
piné/vypina samotnou solni¢ku, ¢imz se stava jeji ,fidici jednotkou®“. Pomoci kontinu-
alniho méfeni by se jiz nemélo stat, Ze upravna slané vody Vas bazén predavkuje, Ci
nedodavkuje.

Méfi Redox a spina zasuvku (ORP sonda +1500 mV)

Upravna slané vody
Salt chlorinator

ORP sonda
ORP probe

pH sonda
pH probe

Cerpadlo
Pump

Filtr
Filter

Topeni
Heating

Technical specification

Dimensions: (H x W x L) 235 x 120 x 300 mm
Weight: 1 kg

Power supply: 50 Hz 230 VAC

Consumption: 12 W or 18 W

Pump flow rate: 1,5 I/h; 5 /h

Maximum back-pressure: 1,5 bar

Pump state: Pause — Supply

Measure scale: 0 + 14.0 pH; Redox 0 + +1000 mV
pH control range: 0.0 pH — 14.0 pH

Device precision: 0,1 pH; £10 mV

Accuracy: £0.02 pH; +£3 mV

Electrode regulation: Automatic

VA PRO SALT

This is the automatic system intended for pools with water treated by means of a salting unit.
This station is a basic model of the PRO SALT series. Monitored parameters are measured by
ORP probe, according to which the station then switches on the power supply of the socket or
switches on/off the salting unit itself which makes it its ,.control unit“. The continual measure-
ment should prevent both overdosing and insufficient dosing of your pool by the salting unit.

Measure Redox and switches on/off the salting unit (ORP probe +1500 mV)

Technické udaje

Rozméry: (V x S x D) 210 x 105 x 165 mm
Hmotnost: 1 kg

Napajeni: 50 Hz 230 VAC

Vykon: 230 VAC

Spotfeba energie: 12 W

Rozpéti méreni: 0 + +1000 mV

Presnost pfistroje: +10 mV

Presnost méreni: +£2 mV

Regulace elektrody: automaticka

ORP sonda
ORP probe

Filtr
Filter

Cerpadlo
Pump

Topeni
Heating

Technical specification

Dimensions: (H x W x L) 210 x 105 x 165 mm
Weight: 1 kg

Power supply: 50 Hz 230 VAC

Output system: 230 VAC

Consumption: 12 W

Measure scale: 0 + +1000 mV

Device precision: £10 mV

Device accuracy +2 mV

Electrode regulation: Automatic
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